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Aboutus

We are passionate about our work, research 
and products, and proud that they are used 
everyday by hundreds of satisfied customers. 
Our passion has led us to grow from a small 
company working in the Netherlands to one 
that caters the needs of an international 
market. 

Because of this passion and the high standards 
we maintain, we have evolved into a company 
capable of in house research, design, 
engineering and manufacturing. All of this to 
ensure the highest quality pumps for our 
customers.

The constant endeavour to infuse new know-
how into our products and continually 
upgrading quality has made us a respected 
partner in pumping technology.

As a result of our passion and pronounced 
competitive edge in terms of skilled 
engineering manpower, technological 
strengths and infrastructure, we have earned 
an enviable position of being an internationally 
acclaimed pump manufacturer and one of the 
worlds most cost-effective options for global 
buyers.
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We are a fully integrated pump manufacturer of 
high quality centrifugal pumps that comply with 
the latest edition of international standards (API 
610, API 685, ANSI B73.1/2, ISO 5199/2858, DIN 
24255). Several pump ranges according to the 
ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ǎǘŀƴŘŀǊŘǎ ŀǊŜ ŀƭǎƻ ƛƴŎƭǳŘŜŘ ƛƴ 
our product portfolio.

Akay Industries pumps are designed for a wide 
range of industrial applications to meet the 
requirements of the Water, Oil and Gas, 
Chemical, Pharmaceutical and Petrochemical 
industries.

All Akay Industries pumps are engineered, 
manufactured and tested at our modern 
facilities located in the Netherlands.We offer 
high quality products in accordance to the latest 
international standards and technologies at an 
economic and competitive price level.

All Akay Industries pumps offer the quality, 
ǎŀŦŜǘȅ ŀƴŘ ǊŜƭƛŀōƛƭƛǘȅ ŘŜƳŀƴŘŜŘ ōȅ ǘƻŘŀȅΩǎ ǳǎŜǊǎΦ 
All in accordance with our Quality Certification 
System ISO 9001:2015.

Ourproducts
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NON API PUMPS

Å BS EN733/DIN 24255 standard
Å Vertical inline, single stage, single suction, 

volute casing centrifugal pumps.
Å Pump performance is adjusted  through 

impeller trimming.
Å Motor shaft inserted into pump shaft 

directly. This close coupling ensures 
alignment of pump and motor.

Å Designed with deflation device.
Å Advanced in structure but compact in 

size; less room required for installation.
Å No need of complex maintenance

Applications:
For clean water or similar media.
Suitable for industrial plants, mines, city 
water supply, air conditioning, 
firefighting, cooling, environmental 
machinery, irrigation, etc.

Performance:
Flow Rate (Q): 2 to 450 m³/h
Head (H): 2 to 150 m
Pressure: 1,6 Mpa
Temperature: -10 to 105 °C

WATERFLO IL

Å DIN 24255 standard
Å Horizontal, single stage, volute casing 

pumps. 
Å Back pull-out design enables quick and 

simple maintenance
Å Pump and electric motor are mounted on 

a profiled steel  bar base. 
Å Fitting surfaces are machined with high 

precision, making the pump set more 
stable which results in minimal vibrations, 
longer life span, greater safety and 
security.

Applications:
For pumping clean water or similar 
media.
Suitable for industrial plants, mines, city 
water supply, air conditioning coolers, 
firefighting system, irrigation, etc.

Performance:
Flow Rate(Q): 2 to 1100 m³/h
Head (H): 2 to 150 m
Pressure: 1 to 1,6 Mpa
Temperature: -10 to 105 °C

WATERFLO WF

Å ANSI B73.1 standard

Å Maximum interchangeability, minimum 
spare parts inventory.

Å Back pull-out design allows inspection of 
the rotating elements without disturbing 
electrical and piping connections.

Å Standard foundations save installation 
time, effort and money.

Å Wide variety of metallurgy available.

Å LF: End suction type designed for low 
flow applications.

Å SP: Self priming type for negative suction 
applications.

Applications:
For  pumping  clean or containing 
particles, neutral or corrosive media with 
normal temperatures .
Suitable for chemical, petrochemical, 
coal chemical, power stations, paper 
industry, waste acid treatment, water 
supply and drainage, etc. 

Performance:
Flow Rate(Q): ~ 1500 m³/h
Head (H): ~ 250 m
Pressure: 2 to 2,5 Mpa
Temperature: Up to 180 °C

PROFLO PF/LF/SP
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NON API PUMPS 

Å Axially split casing permits removal of 
complete rotor without disturbing either 
piping or motor.

Å Flanges drilled to ISO, DIN, BS or ANSI 
standard.

Å Closed impellers have double curved 
vanes statically and are dynamically 
balanced according to ISO 1940.

Å High performance double entry impeller 
ensures minimal axial thrust.

Å Completely sealed and dry for zero 
corrosion.

Applications:
Irrigation, water ways, drainage pumping 
stations, power stations, industrial water 
supply systems and firefighting 
applications.

Performance:
Flow Rate(Q): ~ 18000 m³/h
Head (H): ~ 200 m
Pressure: ~ 3 Mpa
Temperature: ~ 105 °C

SPLITFLO-RE 

Å ISO2858/5199 standard.
Å Horizontal, single stage, single suction , 

volute type, foot mounted, overhung 
pump.

Å Simple and reliable structure with great 
stability and efficiency.

Å Shaft sealing options include packing seal 
and mechanical seal.

Å Back pull-out design enables quick 
installation and maintenance .

Applications:
For clean or containing trace particles, 
corrosive, flammable, explosive and toxic 
media. 
Suitable for (petro/coal) chemical, power 
stations, pharmacy, paper industry, 
waste acid treatment, water supply and 
drainage, etc.. 

Performance:
Flow Rate(Q): 2 to 2000 m³/h
Head (H): ~ 160 m
Pressure: 2,5 Mpa
Temperature: -15 to 150 °C

ISOFLO-2 (OH1)

Å ISO 5199 standard.
Å Vertical inline, single stage, single suction, 

volute type pump.
Å Performance equal to horizontal pumps, 

but with a smaller footprint and simpler 
piping connections.

Å If a discharge size more than 80mm is 
required, this pump comes with a double 
volute design to balance the radial forces 
and ensure a longer service life for the 
bearings

Å Back-to-back angular contact ball bearings 
or roller bearings, this configuration 
balances radial and residual axial forces.

Applications:
For clean or containing trace particles, 
corrosive, flammable, explosive, toxic 
media.
Suitable for (petro/coal) chemical, power 
stations, waste acid treatment, water 
supply and drainage, etc.. 

Performance:
Flow Rate(Q): 3 to 2000 m³/h
Head (H): ~ 160 m
Pressure: 2,5 Mpa
Temperature: -40 to 150 °C

ISOFLO-17B (OH3)
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